
MULTI-POINT/MORTISE
ANSI Rated Grade 2

Door Thickness 1-3/8” ~ 1-3/4” door standard, 2-1/4” Ext. Kit Available Door Handing Specify handing when ordering lever as Interior option

Cylinder SC1 5-pin standard.

SQUARE -1
MP1 STYLE

MP5 STYLE
Shown in: US15

CURVED-2
MP2 STYLE

MP3 STYLE
Shown in: US10B

MULTIPOINT
MP1 for: GU, Marvin® Integrity, Pella® ®, Superior, etc.
MP2 for: BiltBest™, Eagle®, GU, Marvin®, etc.
MP3 for: Anderson®

MP5 for: Hoppe®, Kolbe&Kolbe®, Lincoln, Loewen®, Norco®, Peachtree, Pozzi®, 
Semco™ ®, Vetter, Weathershield™, Willmar, Windsor 
Door®, etc. 

Styles: square (-1) or curved (-2)
Escutcheon Size: 1-3/4” x 11”. 
Functions:

Entrance  
Patio Bolt  
Passage  
Dummy/Passage 
Dummy  

Finishes: PVD, US10B, US15, USD15A, US26
ESCUTCHEON SIZE: 1-3/4” X 11”

HOW TO ORDER MULTI-POINT

LEVER STYLE TRIM STYLE ESCUTCHEON FUNCTIION FINISH HANDING DOOR THICKNESS

Door Prep Latch face: 1-1/4" x 8" Latches Heavy duty, Anti-friction type

Backset Specify 2-1/2” or 2-3/4” Strikes 4-7/8” ANSI Strike

Door Thickness 1-3/4" UL Rating 3 hour UL Rating

Cylinder SC1 5-pin Door Handing Specify handing

Styles: Telluride (shown), and 2-piece Handlesets and sectional trims
Functions:

Entrance  
Hotel 
Classroom  
Apartment 

Finishes: US15, US10B, USD10B, US15, USD15A
Finishes are for Mortise Escutcheon only

GRADE 1 MORTISE LOCKSETS

ANSI Rated Grade 2

HOW TO ORDER MORTISE LOCKSETS

INTERIOR
KNOB/LEVER

FUNCTIION FINISH HANDING BACKSET OPTIONSEXTERIOR
STYLE13


